
3/4"

.100 ALUMINUM SPACER

(3)

(2)

VENTED BOLT
1/2"-13 FOR EVO

.100 SPACER (EVO) .175 SPACER (TWIN CAM)

(ADJUST AMOUNT OF WASHERS FOR PROPER SPACING)

ALLEN SCREW S.S.

1/4"-20 X 5/8" B.H.S.S.

(2)

1/4"-20 X 1/2" 

A/C UNIT TO VELOCITY BRACKET INSTRUCTIONS

(CHROME)

NOTE:

REVERSE POSITON IF NECESSARY

(TC) FOR TWIN CAM MOTORS
(EV) FOR EVO MOTORS

ADJUSTABLE BRACKET SPACERS

STEEL WASHERS (.016 , .032, .064 THICK)

FOAM FILTER ELEMENT

3/8"-16 FOR TWIN CAM

MUST INSTALL CONE ASSY. LAST

STEP 2

3/8"

(2) HEX SCREWS

PH: (909) 613-0028
FX: (909) 613-0098

WWW.JOKERMACHINE.COM

050316 D 6/05

P.N.'S
02-60

(4) FLAT HEAD SCREWS

S&S VELOCTIY STACK WITH BUILT-IN BREATHERS

ENRICHENER KNOB
JOKER

02-62
02-6302-61

A/C TO S&S VELOCITY STACK BRACKET

STEP 1

TO RELEASE VELOCITY CONE

USING THE SAME SCREWS, INSTALL THE A/C
UNIT ONTO THE BRACKET.

INSTALL WITH A 3/8" WRENCH TO INSTALL

(USE LIQUID THREAD LOCKER ON ALL SCREWS)

USING THE 2 HEX SCREWS

REMOVE 4 SCREWS FROM THE BRACKET ASSY.

S&S "E" OR "G" CARB.


